








EBARA Submersible Stainless Steel Pumps DWU, DWXU – Dominator
Technical Information

Project: Model: Chk’d: Date:

Maximum Submergence of Pumps

EBARA submersible pumps shall be capable of continuous submergence underwater without loss of watertight
integrity to the following depths:

Model

DWU
DWFU
DWXU
DWXFU

DWAU
DWFAU
DWXAU
DWXFAU

Operation

Manual Operation

Automatic Operation (A)

Maximum Submergence

33 ft.

33 ft.

EBARA Fluid Handling
www.pumpsebara.com 1-159
(t) 803  327  5005  •  (f) 803  327  5097 rev. 09/08
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1 of 13/8" = 1'

Integrated-Aqua™ Model   LS-100-RSC
100 gpm Turnkey Recirculating System

75" x 45" x 29" (LxWxH)
400 GAL. SUMP 

ROUGH DRAFT

ø 2' 6"

DRAIN FROM TANKS

DRAIN TO WASTE

DIRTY

CLEAN

SPC 091809 2



Model LS-200-3HP-400SL-ABW
Pump Flow Rate Elecrical Requirements Inlet & Outlet Size Media Capacity UV Sterilizer

(PermaBeads)
3.0 Hp 200 gpm max 208-230v, 3 phase in/out 2.5" inlet, 3" outlet 23cu.ft. 400W H.O.

Electrical Control Panel
NEMA 3R Enclosure
UV ON/OFF Switch / Indicator light
Pump motor controls w/ thermal overload protection
Automatic Backwash Controls
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SPC
LS-200-3HP-400SL-ABW

3/8"=1'

Integrated Aqua™   Model LS-200-ABW
200 gpm Mechanical Filtration & UV Disinfection System
w/ Automatic Backwash 

ø 42"

1

3" Waste Discharge

3" Clean Water Outlet

2.5" Pump Suction

1

68"

88"

88"

63"

Auto Backwash

Sight Glass
2

Series SSH Goulds pump, 3.0 hp
2X2.5-10 316S/S 1750rpm-3ph-208/230VAC

2



Custom Fan SolutionsTM

• Heavy-gauge, drawn steel housing with baked epoxy finish

• Exceptionally quiet and efficient BI motorized impeller

• Precision balanced for quiet and vibration-free operation 

• Automatic reset thermal overload protection

• Enclosed ball-bearing motors are permanently lubricated 

• 115/1/60 standard, other voltages available

• Speed Controllable

• Fans are easily installed in flexible or rigid duct 

INLINE FANS

AXC
INLINE
FANS

better AIRFLOW
by DESIGNTM



DIMENSIONS IN INCHES
MODEL NO. D

(in.)
d

(in.)
a

(in.)
B

(in.)
WEIGHT

(lbs)
AXC100A 9.5 3.9 1.0 8.3 6.5
AXC100B 9.5 3.9 1.0 8.3 6.5
AXC125A 9.5 4.8 1.0 8.3 6.5
AXC125B 9.5 4.8 1.0 8.3 6.5
AXC150A 9.5 5.8 1.0 8.3 6.5
AXC150B 13.2 5.8 1.0 9.1 11.0
AXC200A 13.2 7.8 1.0 9.1 11.0
AXC200B 13.2 7.8 1.0 9.1 11.0
AXC250 13.2 9.8 1.0 9.1 11.0
AXC315A 15.9 12.4 1.2 11.6 18.0
AXC315B 15.9 12.4 1.2 12.0 20.0
AXC355A 19.0 14.0 1.5 15.7 26.0
AXC355B 19.0 14.0 1.5 15.7 31.0

PERFORMANCE  DATA

MODEL NO. WATTS RPM dBA
CUBIC FEET PER MINUTE

0”SP 1/8”SP 1/4”SP 3/8”SP 1/2”SP 3/4”SP 1”SP 11/4”SP 11/2”SP 2”SP 3”SP
AXC100A 55 1750 44 106 99 93 87 80 68 55 39
AXC100B 85 2400 54 152 146 139 131 124 106 82 66 33
AXC125A 62 1650 36 159 127 100 82 68 34
AXC125B 85 2350 53 212 185 162 145 128 79 32
AXC150A 80 2500 54 247 225 202 178 161 132 92 50
AXC150B 72 2580 55 309 271 237 202 171 132 107 88 15
AXC200A 72 2550 56 418 397 366 339 306 233 174 110 56
AXC200B 160 2700 60 636 618 557 521 494 412 353 271 190 78
AXC250 250 2650 63 695 659 610 541 500 359 279 197 125 41
AXC315A 190 2650 68 865 824 765 736 677 553 459 365 283 124
AXC315B 345 2765 74 1198 1165 1052 981 945 796 615 453 363 178 65
AXC355A 334 1360 57 1325 1220 1105 985 860 688 550 400 238
AXC355B 830 2900 77 1400 1375 1360 1335 1285 1220 1135 1075 1000 880 675

AXC INLINE FANS

Continental Fan Manufacturing Inc.
203 Eggert Road
Buffalo, New York 14215
Tel: (800) 779 4021 Fax: (716) 842 0611

Aeroflo Inc.
12-205 Matheson Blvd. East
Mississauga, Ontario L4Z 3E3
Tel: (905) 890 6192  Fax: (905) 890 6193

USA www.continentalfan.com Canada www.aeroflo.com

CENTRIFUGAL IMPELLERS MOTORIZED IMPELLERS CENTRIFUGAL FANS IRIS DAMPERS
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AXC ACCESSORIES

ADJUSTABLE GRILLE
FOR SUPPLY OR EXHAUST

MOUNTING CLAMPS
FOR USE WITH RIGID DUCT

BACKDRAFT DAMPER 
WITH SPRING RETURN

SOLID STATE VARIABLE
SPEED CONTROL

Note: AXC models 100A through 315B are UL
and CSA listed products.

Note: AXC models 355A and 355B are CSA
listed to both US and Canadian standards.

R

R
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Tôle d'entrée Inox*
Ss* inlet gate

Goulotte sortie des boues Inox* Ø100
Ss* sludge outlet Ø100

Sonde niveau (en option)
Level sensor (on option)

Arret d'urgence
Emergency stop

Capot complet Inox*
Ss* complet coverCapot moteur Inox*

Ss* motor cover

Bâti Inox* tube carré 50x2
Ss* Filter frame square tube 50x2

VUE AVEC CAPOTS / VIEW WITH COVERS

VUE SANS CAPOTS / VIEW WITHOUT COVERS

Palier arrière avec bague bronze/teflon
(auto-Lubrifiée)
Bronze/teflon Self lubricate bearing

Tambour de filtration en Inox*
Ss* filter drum

Maille filtrante en Inox*
Ss* filter mesh

Courroies d'entrainement
Drive belt

Motoréducteur / Gear motor
IP55 380V 50Hz 0.25Kw

Rampe de rinçage reversible Inox* 3/4"
Ss* reversible rinsing ramp 3/4"
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- *Inox 304L / 316L: Eau douce / Eau salée
- *Ss 304L / 316L: Fresh water / Sea water
   (SS: Stainless steel)





18" x 18" drain sump

4" pvc piperubber grommet 4" sweep ell

preferred

Aquacare Environment Inc

www.aquacare.com

360.305.5477

Fish Tank Center Sump arrangement





 



★ Utilizes innovative RHF technology,
raising corona discharge performance,
quality and reliability to a new level

★ Has an integrated “smart” air preparation
system for convenient, easy installation

★ Produces over one gram of ozone per
hour with fully adjustable output levels

★ The highest ozone concentration
available in its output range

★ Is constructed in the USA of quality
materials for dependable, long life

★ Accepts any input voltage from
90 to 260 Volts AC, 50 or 60 Hz

★ Operates economically - lowest
electrical cost per gram of ozone output

★ Control and Monitor provide:
– pH, ORP and temp controller
– RS-232 computer link
– Infrared printer option
– Automated data-logging system

421A South Andreasen Drive • Escondido, CA 92029

Protein Fractionators • Fluidized Sand Filters • Holding & Processing Systems • Fabrication
Energy Efficient Non-Corrosive Pumps • Ozone Generators • Electronic Controls • Tank Fittings

fax: 746-7460   •   email: systems@rk2.com

760-746-7400

Built-in Monitor
and Control

QUALITY is in our DETAILS:

RK1000MG OZONE
GENERATION SYSTEM

RK2
SYSTEMS INC



RK2
SYSTEMS

RK1000MG

Electronic
Control/Monitor

RK1000MG OZONE
GENERATION SYSTEM

OZONE - NATURE’S PURIFICATION AGENT

Ozone, first discovered in 1840, is produced in nature or
artificially by man.  In the earth’s stratosphere, ozone is
produced when oxygen is exposed to either ultraviolet light
from the sun or an electrical charge.  Ozone’s primary
function in nature is to purify the air we breathe and to
screen us from the sun’s harmful rays.  Man has harnessed
the use of ozone to purify water in a variety of applications
from drinking water to swimming pools.  Ozone is the most
powerful oxidizing agent commercially available.

SAFE AND RELIABLE CORONA DISCHARGE
OZONE SYSTEMS - FROM RK2 SYSTEMS INC
RK2 Systems corona discharge ozone generators are
carefully engineered using the finest materials available for
maximum ozone production and years of trouble-free
service.  Ozone is manufactured in the generator by taking

dried air (-50°F dew point) and exposing it to a high
frequency electrical charge.  This causes some of the
oxygen molecules (O2) in the dry air to disassociate and
reassemble as ozone (O3).  The ozone is then drawn into
the water, killing any bacteria, viruses or mold spores that it
contacts.  With a half-life of approximately 20 minutes,
ozone then reverts back to pure oxygen.

All new from the ground up, the RK1000MG utilizes
advanced RHF technology to provide you with RK2
Systems quality and affordability.  Designed for applications
requiring smaller amounts of ozone, the RK1000MG
features a weather resistant cover, polished 316L stainless
steel reaction chamber and solid state electronic
components for a long, dependable life.  The RK1000MG -
the new level of performance from RK2 Systems!

AVAILABLE WITH OR WITHOUT
ELECTRONIC CONTROL/MONITOR

760-746-7400
fax: 760-746-7460   •   email: systems@rk2.com

421A South Andreasen Drive • Escondido, CA 92029
RK2
SYSTEMS INC

“Quality Water”



from return pump

to heat pumpfrom heat pump

to research tanks

2" sched 40/80 pvc

ball valve

ball valve

ball valve

tee

tee

electric heater
40

digital

flowmeter

40

ball valve ball valve

1

2 3

4

5

6

Normal operation

1 partially closed to 

proportion flow to heating

2 fully open

3 fully open

4 closed

5 fully open

6 closed 

Bypass Heat Pump

1 partially closed to 

proportion flow to heating

2 fully open

3 fully open

4 closed

5 closed

6 open

Bypass Electric Heater

1 partially closed to 

proportion flow to heating

2 closed

3 closed

4 open

5 open

6 closed

Bypass Heat Pump and  Electric Heater

1 open

2 closed

3 closed

4 closed

5 closed

6 closed

Typical manifold arrangement for flow control through heat pumps. Aquacare Environment Inc

ICSS, Vancouver Island University



Volts Phase Amps HP Panel # EBARA #
230 1 4.4 0.5 C 50DWU6.42
230 1 11.1 2 C 50DWU61.5
230 1 11.1 2 C 50DWU61.5

230 1 6.5 1 F 50DWU6.752

230 1 4.5 1.5 J 50DWU61.12

230 1 4.5 1.5 N 50DWU61.12

230 1 11.1 2 R 50DWU61.5







funnel drain

in floor

p trap

funnel drain

in floor

p trap
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SPC083109

45"

75"

29"

center divider with 4" overflow

4" external standpipe to drain
(field locate and cut)

45"

51"

51"

81"

20"

to waste

37"

37"

Vancouver Island University 
International Center for Sturgeon Studies
Recirculating System Sump Tank (Systems 1-3)

FIELD LOCATE AND CUT

Lid Included
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1 of 1

3/8" = 1' SPC083109

45"

92"

center divider with 6" overflow

6" external standpipe to drain
(field locate and cut)

45"

51"

51"

98"

to waste

Vancouver Island University 
International Center for Sturgeon Studies
Recirculating System Sump Tank (600 gallon)
Large Research Room

27"

36"

EXTERNAL STANDPIPE
(FIELD LOCATE AND CUT)

2

Lid Included
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Model LS-100-ABW
100 gpm Mechanical Filtration & 
UV Disinfection System with 
Automatic Backwash Valve & Controls
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Model LS-100-ABW
Flow Rate Elecrical Requirements Inlet & Outlet Size Media Capacity UV Sterilizer UV Dosage EOL* @ 30,000µwsec/cm2

PermaBeads (*EOL- End of Lamp Life 14 Months)
100 gpm @ 38' TDH 230v, 1 phase 2" inlet, 2" outlet 300 lbs. PMB 200W H.O. > 6900 gph/115 gpm SPC

LS-100-ABW

3/8"=1'

4

FRONT VIEW

54.2"

48.0"

48.0"40.0"

Clearance needed for
UV lamp replacement

UV ON
OFF  ON

PUMP ON
OFF  ON

sight glass

NEMA3R Electrical 
Control Panel

2" Pump Suction

66.5"

Backwash line 
to waste drain

2" Clean water outlet

Automatic Backwash 
Valve & Controls

ø 30.0"
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air blower

3" water inlet

removable lid

VIU Sturgeon Aquaculture Facility
Larval Culture Room
MicroBead Biofilter, Model MBB-24

1/2" = 1'

microbeads

62"

24"Max Media Depth

vent

3" vent

insert drain plate

24"

Flow Rate Airflow Dimensions Electrical Vessel Material Inlet/Outlet Size
(Min./Max GPM) (CFM) (Diameter X Ht.) (inches)

69gpm 47 24" x 96" 115V-0.7 amp FRP 3" / 3"

98"

CUSTOMER MUST SPECIFY INLET / OUTLET ORIENTATIONS:

1.)  3" INLET (AT 94" ELEVATION)
2.)  3" OUTLET PIPE (AT 33" ELEVATION)
3.)  1" BOTTOM DRAIN PORT (BOTTOM)
4.)  2" BLOW INLET / 3" VENT - MUST BE OPPOSITE

3" INLET

BLOWER VENT

2" BLOWER INLET

94"

3" OUTLET

MBB-24 SPECIFICATIONS:

MBB-24

30"

ø 24"

33"

OUTLET CONFIGURATION FOR VIU STURGEON SYSTEM

Customer initial here: _______________________________
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air blower

4" water inlet

removable lid

MICROBEAD BIOFILTER 
Model MBB-36

1/2" = 1'

microbeads

68-5/8"

24"Max Media Depth

vent

6" vent

internal  drain plate

42"

Flow Rate Airflow Dimensions Electrical Vessel Material Inlet/Outlet Size
(Min./Max GPM) (CFM) (Diameter X Ht.) (inches)

130 - 155gpm 155 36" x 98" 115V-0.18amp FRP 4" / 4"

105"

CUSTOMER MUST CONFIRM INLET / OUTLET ORIENTATIONS:

1.)  4" INLET (AT 94" ELEVATION)
2.)  4" OUTLET PIPE (AT 33" ELEVATION)
3.)  1-1/2" BOTTOM DRAIN PORT (BOTTOM)
4.)  4" BLOW INLET / 6" VENT - MUST BE OPPOSITE

4" INLET

6" BLOWER VENT

3" BLOWER INLET

100"

4" OUTLET

MBB-36 SPECIFICATIONS:

40"

ø 36"

SPC 022610

MBB-36 2

OUTLET CONFIGURATION FOR VIU STURGEON SYSTEM

Customer initial here: _______________________________

37"

3"




